
 
 
 
 

	
  
Sportsplay	
  5”OD	
  Arch	
  Post	
  Swing	
  Specs	
  

	
  
Legs	
  shall	
  be	
  fabricated	
  from	
  a	
  single	
  piece	
  of	
  11	
  gauge,	
  5"	
  O.D.	
  post	
  
with	
  an	
  8-­‐gauge	
  3.5”	
  O.D.	
  steel	
  post	
  top	
  rail.	
  
	
  
Standard	
  swing	
  hangers	
  shall	
  be	
  stamped	
  steel	
  split	
  clamp	
  with	
  ductile	
  
hanger	
  and	
  bronze	
  bearings.	
  Heavy	
  Duty	
  Hangers	
  (optional)	
  shall	
  be	
  
galvanized	
  ductile	
  iron	
  with	
  oil	
  impregnated	
  bronze	
  bearings.	
  
	
  
Chain	
  shall	
  be	
  hot	
  dip	
  galvanized	
  4/0	
  chain	
  link.	
  Material	
  diameter	
  is	
  
.218	
  inches.	
  
	
  
Nominal	
  inside	
  link	
  dimensions	
  1.29”	
  x	
  .38”	
  with	
  a	
  working	
  load	
  limit	
  of	
  
670	
  pounds.	
  
	
  
Swing	
  seats	
  shall	
  be	
  6”	
  x	
  24”	
  molded	
  rubber	
  with	
  steel	
  plate	
  inserts.	
  	
  
	
  
Hardware	
  shall	
  be	
  zinc	
  coated.	
  S-­‐Hooks	
  shall	
  be	
  3/8”	
  O.D.,	
  3”	
  long	
  zinc	
  
coated.	
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